
         Pílový kotúè s dutým zubom umožòuje vynikajúci rez obojstranne 
melaminových drevotrieskových a MDF dosák max hrúbke 50 mm bez 
použitia predrezu. Výrezy v tele znižujú vibrácie pílového kotúèa a 
redukujú jeho hluènos�. Neodporúèa sa použitie pri rezaní 
preglejovaných materiálov. Vhodný na formátovacie píly vertikálne i 
horizontálne. Vyžaduje zvláš� precízne ostrenie. 

Scorer not required

 D B b d Z FORI TRASCINAMENTO CODICE
 mm mm mm mm  PIN HOLES CODE

LU3B
Rif. LU13MSS

HW - LAME PER IL TAGLIO DI PANNELL IBILAMINATI

AWBLADESTO CUT BILAMINATEDPANELST.C.T. S     

> Application: To size bilaminated panels without the 
employment of the scoring sawblade, with 
good finishing and long cutting life.

 Machines: Circular saws, vertical panel sizing machines.

 Features: Conical - triple chip tooth with concave face 
and positive cutting angle.

 Material: Bilaminated panels with abrasive and hard 
coatings.

 220 3,2 2,2 30 42 FT01 LU3B 0100 •
 250 3,2 2,2 30 48 FT01 LU3B 0200 •
 303 3,2 2,2 30 60 FT01 LU3B 0300 •
 350 3,2 2,2 30 72 FT01 LU3B 0400 •

FT01= 2/7/42 + 2/9/46,4 + 2/10/60
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TOOTH’S FEATURES
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With positive wood stain, the cutting pr essure acts over the bearing plane.

Cutting pressure
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