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Zahnmerkmale – Tooth features

D B b d Z NL Code SAP
mm mm mm mm NL Code SAP

160 2,4 1,6 16 40 LP40M  006P F03FS03701

160 2,4 1,6 20 40 2/6/32 LP40M  007P F03FS03702

160 2,4 1,6 30 40 2/6/42 LP40M  008P F03FS03703

170 2,4 1,6 30 40 2/6/42 LP40M  009P F03FS03704

180 2,4 1,6 20 40 2/6/32 LP40M  010P F03FS03705

180 2,4 1,6 30 40 2/6/42 LP40M  011P F03FS03706

184 2,4 1,6 16 40 LP40M  012P F03FS03708

190 2,4 1,6 16 40 LP40M  013P F03FS03711

190 2,4 1,6 20 40 2/6/32 LP40M  014P F03FS03712

190 2,4 1,6 30 40 2/6/42 LP40M  015P F03FS03713

200 2,4 1,6 30 40 2/6/42 LP40M  016P F03FS03714

200 2,4 1,6 50 40 LP40M  030P F03FS09969

210 2,4 1,6 25 40 LP40M  017P F03FS03715

210 2,4 1,6 30 40 2/6/42 LP40M  018P F03FS03716

220 2,4 1,6 30 40 2/6/42 LP40M  020P F03FS03720

230 2,8 1,8 30 48 2/6/42 LP40M  021P F03FS03721

235 2,8 1,8 25 48 LP40M  022P F03FS03722

235 2,8 1,8 30 48 LP40M  023P F03FS03724

240 2,8 1,8 30 48 2/6/42 LP40M  024P F03FS03725

250 2,8 1,8 30 60 2/6/42 LP40M  025P* F03FS03727

Exzellent Hoch Gut
Ultimate High Good

Längsschneiden von Weich- und Hartholz
Ripping of soft and hardwood

Querschneiden von Weich- und Hartholz
Crosscutting of soft and hardwood

HW – Sägeblätter zum Schneiden von Massivholz
HW – Saw blades to cut solid wood

Diese Blätter haben eine große Zähnezahl und eignen sich besonders für das Quer-
schneiden von Massivholz. Diese Blätter ergeben bei dieser Einsatzart ein gutes Finish.
Maschinen: Handmaschinen.
Merkmale: Wechselzahn 15° mit positivem Spanwinkel.
Material: Massives Weich- und Hartholz.

These blades are designed with a high number of teeth and are particularly fit for 
cross grain cutting solid wood. These blades give a good finish if used in this way.
Machines: Portable machines.
Features: ATB 15° tooth with positive cutting angle.
Material: Solid soft and hard wood.

* Artikel LP40M 025P besitzt keinen Rückschlagschutz
* Item LP40M  025P is not designed with anti-kickback.
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