
T.C.T. A DJUSTABLE SCORING SAWBLADES

> Scoring sawblade to be used together with panel sizing blade to avoid
chipping on lower side of panels coated on both sides. 
Scoring depth up to 2 mm. Use on machines that do not allow
adjustment of scoring depth.
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N.MAX 13000 RPM

LI16MD

— 100 Z 12+12 Sp. 2.8-3.6

MADE IN ITALY

LI16M  DA3
4 + 4 17 mm 50 mm

1  7 mm

COD. n. fori
nr. of holes

fori di regolazione
adjustment holes

fori di posizionamento
positioning holes

diametro fori
holes diameter

Interasse
PCD

LI16M

BA3 100 2,8-3,6 20 12+12 Y
BB3 100 2,8-3,6 22 12+12 Y
CA3 105 2,8-3,6 20 10+10 Y
AA3 120 2,8-3,6 20 12+12 Y
AB3 120 2,8-3,6 22 12+12 Y
FA3 125 2,8-3,6 20 12+12 Y
EA3 125 2,8-3,6 20 14+14 Y
EB3 125 2,8-3,6 22 14+14 Y
DA3 125 4,0-4,7 20 20+20
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TANDARD LOW NOISEpermaSHIELD

COD. D B / b d Z LI16 M LI16M SS LI16M T FORI TR.
mm mm mm PIN HOLES
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H00K

Sufficiente
Sufficient

Buono
Good

Ottimo
Excellent

LAMINATES

A  (>A)B

Spessore taglio lama principale

Cutting kerf of main sawblade

              
  Predrezávací pílový kotúè sa používa pre 
rezanie melamínových dosák. Zabraòuje 
vytrhávaniu melamínu na spodnej strane rezu. 
Håbka predrezu je do 2 mm. Nástroj sa odporúèa 
do kotúèových píl bez možnosti nastavenia håbky 
rezu.
  Ponúkame špeciálne zariadenie imple-
mentovate¾né do takmer každej formátovacej 
píly, ktoré vyluèuje použitie medzikrúžkov. 
Hrúbka rezu sa nastavuje odïa¾ovaním 
predrezávacích pílových kotúèov upevnených 
na prírubách pomocou skrutky.

Predrez skladaný
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