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Aluminium Copper and 
Brass

    
   Ultimate   High  Good

D B b d Z NL Freud Code Art. No.
mm mm mm mm
250 2,8 2,2 30 100 FT01 LU5E 0100 F03FS05324
250 2,8 2,2 32 100 2/11/63 LU5E 0200 F03FS05325
255 2,8 2,2 25,4 100 - LU5E 0300 F03FS05327
255 2,8 2,2 25,4 120 - LU5E 0400 F03FS05329
300 3,0 2,5 30 100 FT02 LU5E 0500 F03FS05331
300 3,0 2,5 30 120 FT02 LU5E 0700 F03FS05334
300 3,0 2,5 32 120 2/11/63 LU5E 0800 F03FS05337
305 3,0 2,5 25,4 120 - LU5E 0600 F03FS05333
350 3,0 2,5 30 100 FT02 LU5E 0900 F03FS05339
350 3,0 2,5 32 100 2/11/63 LU5E 1000 F03FS05340
350 3,0 2,5 30 120 FT02 LU5E 1100 F03FS05341
350 3,0 2,5 32 120 2/11/63 LU5E 1200 F03FS05342

FT01: 2/7/42 + 2/9/46,4 + 2/10/60 - FT02: 2/9/46,4 + 2/10/60

Reduced kerf saw blades to cut 
non-ferrous metalsLU5E

LU5E 0800
    300x3,0/2,5x32 Z120 HW

n max 6500 RPM
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Minimum and maximum RPM based on the 
blade diameter.
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Machines: 
Double head cutting machines, mitre saws.

Materials:
Aluminium, copper and brass.

Applications: 
Aluminium and non-ferrous metals cutting.

Technical information: 
To cut special drawn products, such as tubes 
and profiles with ultra-thin walls. 
The reduced kerf grants an excellent cutting 
finishing with no burns and enables the use of 
the blade on low-power cutting machines.
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HW H01K - Flat-triple chip tooth

Double Head
Cutting Machines Mitre Saws

COATING

Silver I.C.E. Anti-vibration

TECHNOLOGY

TiCo Carbide

MADE BY freud




