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Plywood Laminated 
Chipboard

Laminated 
MDF

      
   Ultimate   High  Good  

D B b d Z NL Freud Code Art. No.
mm mm mm mm
220 3,2 2,2 30 42 2/7/42 LU3B 0100 F03FS05069
250 3,2 2,2 30 48 FT01 LU3B 0200 F03FS05071
303 3,2 2,2 30 60 FT01 LU3B 0300 F03FS05073
350 3,2 2,2 30 72 FT01 LU3B 0400 F03FS05075

D B b d Z NL Freud Code Art. No.
mm mm mm mm
303 3,2 2,2 30 60 FT01 LU3B 1300 * F03FS06478

FT01: 2/7/42 + 2/9/46,4 + 2/10/60

Saw blades to cut 
bilaminated panelsLU3B

LU3B 0300
    303x3,2/2,2x30 Z60 HW

n max 6000 RPM
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With positive hook angle, the cutting pressure acts over the working plane.

max 15 mm

Cutting 
pressure

With negative hook angle, the cutting pressure acts over the working plane.

Features: Flat - triple chip tooth with concave 
face and positive cutting angle.

Minimum and maximum RPM based on the 
blade diameter.
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Vertical Panel 
Sizing MachinesSquaring Saws

Working with spindle over the working plane

Machines: 
Squaring saws and vertical panel sizing machines.

Materials:
Plywood, laminated chipboard and laminated MDF.

Applications: 
Panel sizing.

Technical information: 
To size chipboard and MDF bilaminated panels 
with good finishing and long cutting life. 
No scoring saw blades needed.
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HW H00K - Concave tooth
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LU3B 1300HW H00K - Concave tooth *

COATING

Silver I.C.E. Anti-vibration

TECHNOLOGY

TiCo Carbide

MADE BY freud




