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DATI TECNICI SPECIFICATIONS 

MODELLO 
MODEL 

PESO 
WEIGHT 

DIME.NSIONI (mm Larg. x Alt. x Lung .) 
DIMENSIONS (/nches W x H x L) 

PRESSIONE (min - max) 
PRESSURE (min - max) 

COMSUMO ARIA (a 6 bar) 
AIR CONSUMPTION (at 6 bar) 

ATTUAZIONE 
OPERATION 

AL TRI MODELU DISPONIBILI 
OTHER MODELS AVALABLE 

CARATTERISTICHE FEATURES 

M 90 Pins 
M 90 Pins 

4,05 kg 
B,9 lbs 

M 50 Pins 

102 - 364 - 367 
4 1 / 16 - 14 5 /16 - 14 7/16 

5 - 8 bar 
S - 8 bar 

3,5 NL/Colpo 
3, 5 NL/ Shot 

Colpo singolo 
Sihgle shot 

M50 Pins 
MSO Pins 

Peso e bilanciamento ottimali, molto robusta per applicazioni industriali 
e nella costruzione, ii naso prafilat© aumenta la visibilita sul pasta di 
lavaro, tappino antimarchio per non lasciare segni sul legna, registre 
di profondita per un lavaro accurata, deflettore scarica aria orientabile 
a 360°, caricamento laterale del magazzino. 
Perfect balance and light weight, ruggedly built for job site,side loading 
magazíne, profíled nose - high visibflíty on worksite, no-mark tip for 
not leaving marks on wood, dlving depth register for accurate job, 
exhausted air flow at 360°. 

APPUCAZIONI APPLICATIONS 
Edilizia, castruzione, infissi finestre, telai. 
Framing, construction, windows - door casings, frames. 
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50 
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LUNGHEZZA 
51 - 76 - 88 - 90 mm 
LENGTH 
2 - 3 - 31/2 - 3 9/16 inches 

DIMENSIONI FILO 
2.4 x 2.8 mm 
WIRE DIMENSIONS 
0.09 x 0.11 inches 

CAPACITA' 
MAGAZZINO 
87 pins 
MAGAZINE 
CAPACITY 
87 pins 


